


 

 All  results  from  the  ongoing  RC,  Diamond  and  RAB  drilling  and  soil  geochemical  programmes,  including  the 
deeper diamond drill holes, at the Company’s flagship Banfora Gold Project will be made available at the earliest 
opportunity. 
 
Nogbele North West Shear Zone RC & Diamond drill results - highlights 

Banfora Gold Project 
Nogbele North West Shear Zone RC & Diamond Drill Results 

Location  Orientation Intersection (m) Interval Grade Gram/Metres 
Hole East  North   Azi  Dip From To (m) g/t Au  g/t 
BNRC0692  237462  1147815  225  ‐60  27  32  5  2.14  10.7

BNRC0680  237672  1147594  225  ‐60  43  51  8  1.92  15.4

BNRC0683  238165  1147171  220  ‐60  14  15  1  10.77  10.8

   28  31  3  7.73  23.2

BNRC0689  238056  1147340  220  ‐60  0  2  2  7.61  15.2

BNRC0705  237449  1147320  180  ‐60  28  36  8  3.27  26.1

BNRC0710  237580  1147697  225  ‐60  24  32  8  2.70  21.6

BNRCD0631  237773  1147566  225  ‐60  79  86  7  3.03  21.2

BNRCD0652  237939  1147446  225  ‐60  46  48  2  11.11  22.2

BNRCD0653  237871  1147505  225  ‐60  112  118  6  2.32  13.9

 
Ongoing Highlights 
 30,000 meter resource extension RC drilling programme 

 
 5,000 meter exploration and resource diamond drilling programme 

 
 50,000 meter reconnaissance RAB drilling programme targeting new high priority regional targets 

 
 Regional soil geochemical programme covering 500km2 of previously untested tenure 

 
Background:  Banfora Gold Project - Burkina Faso, West Africa  
The Banfora Gold Project is located in the south‐west of Burkina Faso, West Africa in a major gold producing district, host 
to such world class gold deposits as Tongon (3.2Moz) Syama (5 Million oz Au mined & 6.5 Million oz Au in resources) and 
Morila (6.5Moz).   
 
The  project  is  owned  100%  by  Gryphon  Minerals  and  contains  contiguous  exploration  licenses  covering  a  total  of 
approximately 1150km2.   The project  is easily accessible by  road and  in close proximity  to  the  town of Banfora and  the 
major city of Bobo Diolasso.  Grid power is located approximately 30km from the eastern boundary of the project. 
 
The Company recently announced  its maiden global resource at the Banfora Project of 6.1Mt @ 2.1g/t for 410,000oz of 
gold  of  which  the  majority  is  shallow  and  above  100  meters  depth.    The Company  views  this maiden  resource  as  an 
interim  estimation  with  significant  potential  to  define  further  shallow  ounces  from  the on‐going drilling programmes 
(Refer to ASX release 17/9/07 for details). 

 
The Company is continuing with an aggressive exploration programme which includes over the coming months RC drilling 
at  the Nogbele, Nangolo and Fourkoura Prospects  targeting mineralized extensions and new mineralized zones,  regional 
reconnaissance RAB drilling and regional soil geochemical testing.   



 

Background:  Minara Resources - Gryphon Minerals Nickel Sulphide Joint Venture (not part of Banfora Project) 

Major nickel producer Minara Resources Ltd  (Minara)  is  in a Farm  In/Joint Venture with Gryphon Minerals  (Gryphon)  to 
primarily explore for sulphide nickel mineralisation on Gryphon’s highly prospective Collurabbie and Mount Rankin Projects 
in  Western  Australia.   Minara will  sole  fund  exploration  until  $5.5 million  has  been  spent  and  Gryphon Minerals  are 
managers and operators of the joint venture until a decision to mine has been made. 
 
An aggressive exploration programme consisting of diamond and air‐core drilling, ground geophysical  surveying and  soil 
geochemical sampling and aeromagnetics is ongoing at both the Collurabbie and Mt Rankin Projects.   
 
Detailed  information on all aspects of Gryphon Minerals projects can be  found on  the Company’s comprehensive website 
www.gryphonminerals.com.au.   
 
Yours faithfully 

 
Steve Parsons 
Managing Director 

 
The information in this report that relates to Exploration Results is based on information compiled by Mr Stephen Parsons, who is a Member of The Australasian Institute of 
Mining and Metallurgy.   Mr Stephen Parsons  is a  full‐time employee of  the  company.   Mr Stephen Parsons has  sufficient experience which  is  relevant  to  the  style of 
mineralisation and type of deposits  under consideration and to the activity which he is undertaking to qualify as a Competent Person as defined in the 2004 Edition of the 
‘Australasian Code for Reporting of Exploration Results, Mineral Resources and Ore Reserves’. Mr Stephen Parsons consent to their inclusion in the report of the matters 
based on his information in the form and context in which it appears. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 

Appendix 
Nogbele North West Shear Zone - RC / Diamond Hole - Summary 

 

Banfora Gold Project 
Nogbele North West Shear Zone RC & Diamond Drill Results 

Location Orientation 
Intersection 

(m) Interval 
 

Grade 
Hole East North Azi Dip From To (m) g/t Au 

BNRC0692  237462  1147815  225  60 27 32 5 2.14 
42 44 2 1.05 

BNRC0680  237672  1147594  225  60  9  12  3  1.47 
19 20 1 1.00 
43 51 8 1.92 

BNRC0681  237705  1147623  225  60 7 12 5 1.50 
28 31 3 1.12 
35 36 1 2.31 

BNRC0682  237839  1147545  225  60 70 73 3 1.01 
120 123 3 2.49 

BNRC0683  238165  1147171  220  60 7 8 1 1.26 
14 15 1 10.77 
28 31 3 7.73 

BNRC0684  238187  1147193  220  60 21 23 2 1.04 
63 64 1 3.64 
78 79 1 1.04 
82 83 1 1.02 

BNRC0685  238261  1147129  220  60 2 3 1 1.75 
6 8 2 1.38 

BNRC0686  238237  1147099  220  60 15 17 2 1.02 
BNRC0687  238108  1147254  220  60 21 22 1 1.49 

56 58 2 2.53 
BNRC0688  238095  1147239  220  60 20 25 5 1.33 

30 31 1 1.34 
54 56 2 1.11 

BNRC0689  238056  1147340  220  60 0 2 2 7.61 
26 27 1 1.30 
37 38 1 1.32 

BNRC0690  237980  1147414  225  60 19 22 3 1.99 
27 28 1 1.07 
124 128 4 1.94 

BNRC0702  237815  1147452  225  60 1 2 1 1.79 
BNRC0705  237449  1147320  180  60 28 36 8 3.27 
BNRC0710  237580  1147697  225  60 24 32 8 2.70 
BNRC0711  237601  1147718  225  60 52 64 12 1.04 
BNRCD0631  237773  1147566  225  60 79 86 7 3.03 

90 91 1 1.00 
BNRCD0652  237939  1147446  225  60 39 41 2 1.35 

46 48 2 11.11 
73 74 1 1.15 
114 117 3 1.10 
122 123 1 1.79 
136 137 1 1.07 

BNRCD0653  237871  1147505  225  60 87 88 1 1.70 
91 92 1 1.52 
103 106 3 1.03 
112 118 6 2.32 

BNRCD0703  237984  1147489  225  60 161 162 1 1.60 
168 169 1 1.74 
177 178 1 1.61 

 
Notes:  1. drilled by Reverse Circulation (RC) and diamond drill core (DD) 
 2. samples are 4 meter composites for RC and 1 meter for diamond. 

3. Assaying conducted by BIGS Laboratories, Ouagadougou, Burkina Faso using industry standard 50g lead collection fire assay with AAS finish. 
4. Reference standards, field duplicates and blank samples are routinely inserted; quality control samples are routinely monitored. 
* Drill hole ends in mineralization 

 


